
Hex Head Screw DIN 933 / ISO 4017 – Stainless steel A4-70, Plain

Hex Head Screw to DIN 933 / ISO 4017, in the sizes, grades and finishes

listed.

TECHNICAL DATA

Dimensions

Thread form Metric ISO thread

Materials & Finish

Head type Hexagon

Drive type External hexagon

Property class / grade A4-70

Material Stainless steel

Surface finish Plain

DIMENSIONS

Hex Head Screw DIN 933 / ISO 4017 – dimensions

d Thread diameter

l Length

k Head height

s Width across flats (WAF)

e Width across corners

AVAILABLE PART NUMBERS

Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P02003 M2 3 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.2104 g

FBH01S4P02004 M2 4 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.2292 g

FBH01S4P02005 M2 5 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.2481 g

FBH01S4P02006 M2 6 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.2669 g

FBH01S4P02008 M2 8 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.3046 g

FBH01S4P02010 M2 10 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.3423 g

FBH01S4P02012 M2 12 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.3801 g

FBH01S4P02014 M2 14 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.4177 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P02016 M2 16 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.4554 g

FBH01S4P02018 M2 18 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.4932 g

FBH01S4P02020 M2 20 mm 0.4 mm 4 mm 4.32 mm 1.4 mm 0.5309 g

FBH01S4PC5003 M2.5 3 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.3829 g

FBH01S4PC5004 M2.5 4 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.4132 g

FBH01S4PC5005 M2.5 5 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.4435 g

FBH01S4PC5006 M2.5 6 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.4739 g

FBH01S4PC5008 M2.5 8 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.5346 g

FBH01S4PC5010 M2.5 10 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.5953 g

FBH01S4PC5012 M2.5 12 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.656 g

FBH01S4PC5014 M2.5 14 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.7166 g

FBH01S4PC5016 M2.5 16 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.7773 g

FBH01S4PC5018 M2.5 18 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.838 g

FBH01S4PC5020 M2.5 20 mm 0.45 mm 5 mm 5.45 mm 1.7 mm 0.8987 g

FBH01S4P03003 M3 3 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.4343 g

FBH01S4P03004 M3 4 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.4848 g

FBH01S4P03005 M3 5 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.5353 g

FBH01S4P03006 M3 6 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.5757 g

FBH01S4P03008 M3 8 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.6666 g

FBH01S4P03010 M3 10 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.7575 g

FBH01S4P03012 M3 12 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.8484 g

FBH01S4P03014 M3 14 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 0.9292 g

FBH01S4P03016 M3 16 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.01 g

FBH01S4P03018 M3 18 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.101 g

FBH01S4P03020 M3 20 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.192 g

FBH01S4P03022 M3 22 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.283 g

FBH01S4P03025 M3 25 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.414 g

FBH01S4P03030 M3 30 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.626 g

FBH01S4P03035 M3 35 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 1.853 g

FBH01S4P03040 M3 40 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 2.081 g

FBH01S4P03045 M3 45 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 2.308 g

FBH01S4P03050 M3 50 mm 0.5 mm 5.5 mm 6.01 mm 2 mm 2.535 g

FBH01S4P04004 M4 4 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.202 g

FBH01S4P04005 M4 5 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.273 g

FBH01S4P04006 M4 6 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.343 g

FBH01S4P04008 M4 8 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.505 g

FBH01S4P04010 M4 10 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.656 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P04012 M4 12 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.818 g

FBH01S4P04014 M4 14 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 1.97 g

FBH01S4P04016 M4 16 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 2.121 g

FBH01S4P04018 M4 18 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 2.272 g

FBH01S4P04020 M4 20 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 2.434 g

FBH01S4P04022 M4 22 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 2.586 g

FBH01S4P04025 M4 25 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 2.828 g

FBH01S4P04030 M4 30 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 3.222 g

FBH01S4P04035 M4 35 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 3.606 g

FBH01S4P04040 M4 40 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 4 g

FBH01S4P04045 M4 45 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 4.383 g

FBH01S4P04050 M4 50 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 4.777 g

FBH01S4P04055 M4 55 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 5.171 g

FBH01S4P04060 M4 60 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 5.555 g

FBH01S4P04065 M4 65 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 5.949 g

FBH01S4P04070 M4 70 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 6.343 g

FBH01S4P04075 M4 75 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 6.737 g

FBH01S4P04080 M4 80 mm 0.7 mm 7 mm 7.66 mm 2.8 mm 7.131 g

FBH01S4P05005 M5 5 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 2.101 g

FBH01S4P05006 M5 6 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 2.202 g

FBH01S4P05008 M5 8 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 2.404 g

FBH01S4P05010 M5 10 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 2.656 g

FBH01S4P05012 M5 12 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 2.899 g

FBH01S4P05014 M5 14 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 3.151 g

FBH01S4P05016 M5 16 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 3.404 g

FBH01S4P05018 M5 18 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 3.656 g

FBH01S4P05020 M5 20 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 3.909 g

FBH01S4P05022 M5 22 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 4.161 g

FBH01S4P05025 M5 25 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 4.535 g

FBH01S4P05030 M5 30 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 5.161 g

FBH01S4P05035 M5 35 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 5.787 g

FBH01S4P05040 M5 40 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 6.413 g

FBH01S4P05045 M5 45 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 7.06 g

FBH01S4P05050 M5 50 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 7.666 g

FBH01S4P05055 M5 55 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 8.292 g

FBH01S4P05060 M5 60 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 8.918 g

FBH01S4P05065 M5 65 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 9.544 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P05070 M5 70 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 10.201 g

FBH01S4P05075 M5 75 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 10.807 g

FBH01S4P05080 M5 80 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 11.413 g

FBH01S4P05085 M5 85 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 12.019 g

FBH01S4P05090 M5 90 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 12.625 g

FBH01S4P05095 M5 95 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 13.231 g

FBH01S4P05100 M5 100 mm 0.8 mm 8 mm 8.79 mm 3.5 mm 13.837 g

FBH01S4P06006 M6 6 mm 1 mm 10 mm 11.05 mm 4 mm 3.434 g

FBH01S4P06008 M6 8 mm 1 mm 10 mm 11.05 mm 4 mm 3.777 g

FBH01S4P06010 M6 10 mm 1 mm 10 mm 11.05 mm 4 mm 4.121 g

FBH01S4P06012 M6 12 mm 1 mm 10 mm 11.05 mm 4 mm 4.464 g

FBH01S4P06014 M6 14 mm 1 mm 10 mm 11.05 mm 4 mm 4.808 g

FBH01S4P06016 M6 16 mm 1 mm 10 mm 11.05 mm 4 mm 5.161 g

FBH01S4P06018 M6 18 mm 1 mm 10 mm 11.05 mm 4 mm 5.505 g

FBH01S4P06020 M6 20 mm 1 mm 10 mm 11.05 mm 4 mm 5.858 g

FBH01S4P06022 M6 22 mm 1 mm 10 mm 11.05 mm 4 mm 6.212 g

FBH01S4P06023 M6 23 mm 1 mm 10 mm 11.05 mm 4 mm 6.38 g

FBH01S4P06025 M6 25 mm 1 mm 10 mm 11.05 mm 4 mm 6.717 g

FBH01S4P06030 M6 30 mm 1 mm 10 mm 11.05 mm 4 mm 7.585 g

FBH01S4P06035 M6 35 mm 1 mm 10 mm 11.05 mm 4 mm 8.454 g

FBH01S4P06040 M6 40 mm 1 mm 10 mm 11.05 mm 4 mm 9.322 g

FBH01S4P06045 M6 45 mm 1 mm 10 mm 11.05 mm 4 mm 10.201 g

FBH01S4P06050 M6 50 mm 1 mm 10 mm 11.05 mm 4 mm 11.11 g

FBH01S4P06055 M6 55 mm 1 mm 10 mm 11.05 mm 4 mm 12.019 g

FBH01S4P06060 M6 60 mm 1 mm 10 mm 11.05 mm 4 mm 12.827 g

FBH01S4P06065 M6 65 mm 1 mm 10 mm 11.05 mm 4 mm 13.736 g

FBH01S4P06070 M6 70 mm 1 mm 10 mm 11.05 mm 4 mm 14.544 g

FBH01S4P06075 M6 75 mm 1 mm 10 mm 11.05 mm 4 mm 15.453 g

FBH01S4P06080 M6 80 mm 1 mm 10 mm 11.05 mm 4 mm 16.362 g

FBH01S4P06085 M6 85 mm 1 mm 10 mm 11.05 mm 4 mm 17.271 g

FBH01S4P06090 M6 90 mm 1 mm 10 mm 11.05 mm 4 mm 18.18 g

FBH01S4P06095 M6 95 mm 1 mm 10 mm 11.05 mm 4 mm 19.089 g

FBH01S4P06100 M6 100 mm 1 mm 10 mm 11.05 mm 4 mm 19.998 g

FBH01S4P06110 M6 110 mm 1 mm 10 mm 11.05 mm 4 mm 21.816 g

FBH01S4P06120 M6 120 mm 1 mm 10 mm 11.05 mm 4 mm 23.634 g

FBH01S4P06130 M6 130 mm 1 mm 10 mm 11.05 mm 4 mm 25.452 g

FBH01S4P06140 M6 140 mm 1 mm 10 mm 11.05 mm 4 mm 27.27 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P06150 M6 150 mm 1 mm 10 mm 11.05 mm 4 mm 29.088 g

FBH01S4P06160 M6 160 mm 1 mm 10 mm 11.05 mm 4 mm 30.906 g

FBH01S4P06170 M6 170 mm 1 mm 10 mm 11.05 mm 4 mm 32.724 g

FBH01S4P06180 M6 180 mm 1 mm 10 mm 11.05 mm 4 mm 34.542 g

FBH01S4P06190 M6 190 mm 1 mm 10 mm 11.05 mm 4 mm 36.36 g

FBH01S4P06200 M6 200 mm 1 mm 10 mm 11.05 mm 4 mm 38.178 g

FBH01S4P08008 M8 8 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 8.585 g

FBH01S4P08010 M8 10 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 9.191 g

FBH01S4P08012 M8 12 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 9.898 g

FBH01S4P08014 M8 14 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 10.605 g

FBH01S4P08016 M8 16 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 11.211 g

FBH01S4P08017 M8 17 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 11.514 g

FBH01S4P08018 M8 18 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 11.817 g

FBH01S4P08020 M8 20 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 12.423 g

FBH01S4P08022 M8 22 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 13.029 g

FBH01S4P08025 M8 25 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 14.039 g

FBH01S4P08028 M8 28 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 15.049 g

FBH01S4P08030 M8 30 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 15.655 g

FBH01S4P08035 M8 35 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 17.271 g

FBH01S4P08040 M8 40 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 18.887 g

FBH01S4P08045 M8 45 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 20.503 g

FBH01S4P08050 M8 50 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 22.018 g

FBH01S4P08055 M8 55 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 23.634 g

FBH01S4P08060 M8 60 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 25.25 g

FBH01S4P08065 M8 65 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 26.866 g

FBH01S4P08070 M8 70 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 28.482 g

FBH01S4P08075 M8 75 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 30.098 g

FBH01S4P08080 M8 80 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 31.714 g

FBH01S4P08085 M8 85 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 33.33 g

FBH01S4P08090 M8 90 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 34.946 g

FBH01S4P08095 M8 95 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 36.46 g

FBH01S4P08100 M8 100 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 38.077 g

FBH01S4P08110 M8 110 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 41.309 g

FBH01S4P08120 M8 120 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 44.541 g

FBH01S4P08130 M8 130 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 47.773 g

FBH01S4P08140 M8 140 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 51.005 g

FBH01S4P08150 M8 150 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 54.237 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P08160 M8 160 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 57.469 g

FBH01S4P08170 M8 170 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 60.701 g

FBH01S4P08180 M8 180 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 63.933 g

FBH01S4P08190 M8 190 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 67.165 g

FBH01S4P08200 M8 200 mm 1.25 mm 13 mm 14.38 mm 5.3 mm 70.397 g

FBH06S4P10010 M10 10 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 16.362 g

FBH03S4P10010 M10 10 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 16.362 g

FBH06S4P10012 M10 12 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 17.372 g

FBH03S4P10012 M10 12 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 17.372 g

FBH06S4P10014 M10 14 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 18.382 g

FBH03S4P10014 M10 14 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 18.382 g

FBH06S4P10016 M10 16 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 19.392 g

FBH03S4P10016 M10 16 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 19.392 g

FBH06S4P10018 M10 18 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 20.402 g

FBH06S4P10020 M10 20 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 21.412 g

FBH03S4P10020 M10 20 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 21.412 g

FBH06S4P10022 M10 22 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 22.422 g

FBH03S4P10022 M10 22 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 22.422 g

FBH06S4P10025 M10 25 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 23.937 g

FBH03S4P10025 M10 25 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 23.937 g

FBH06S4P10030 M10 30 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 26.462 g

FBH03S4P10030 M10 30 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 26.462 g

FBH06S4P10035 M10 35 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 28.987 g

FBH03S4P10035 M10 35 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 28.987 g

FBH06S4P10040 M10 40 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 31.512 g

FBH03S4P10040 M10 40 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 31.512 g

FBH06S4P10045 M10 45 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 34.037 g

FBH03S4P10045 M10 45 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 34.037 g

FBH06S4P10050 M10 50 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 36.562 g

FBH03S4P10050 M10 50 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 36.562 g

FBH06S4P10055 M10 55 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 39.087 g

FBH03S4P10055 M10 55 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 39.087 g

FBH06S4P10060 M10 60 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 41.713 g

FBH03S4P10060 M10 60 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 41.713 g

FBH06S4P10065 M10 65 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 44.238 g

FBH03S4P10065 M10 65 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 44.238 g

FBH06S4P10070 M10 70 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 46.763 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH03S4P10070 M10 70 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 46.763 g

FBH06S4P10075 M10 75 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 49.288 g

FBH03S4P10075 M10 75 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 49.288 g

FBH06S4P10080 M10 80 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 51.813 g

FBH03S4P10080 M10 80 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 51.813 g

FBH06S4P10085 M10 85 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 54.338 g

FBH03S4P10085 M10 85 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 54.338 g

FBH06S4P10090 M10 90 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 56.863 g

FBH03S4P10090 M10 90 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 56.863 g

FBH06S4P10095 M10 95 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 60.398 g

FBH03S4P10095 M10 95 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 60.398 g

FBH06S4P10100 M10 100 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 61.913 g

FBH03S4P10100 M10 100 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 61.913 g

FBH06S4P10110 M10 110 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 67.064 g

FBH03S4P10110 M10 110 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 67.064 g

FBH06S4P10115 M10 115 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 69.589 g

FBH06S4P10120 M10 120 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 72.114 g

FBH03S4P10120 M10 120 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 72.114 g

FBH06S4P10130 M10 130 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 77.164 g

FBH03S4P10130 M10 130 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 77.164 g

FBH06S4P10135 M10 135 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 79.689 g

FBH06S4P10140 M10 140 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 82.214 g

FBH03S4P10140 M10 140 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 82.214 g

FBH06S4P10145 M10 145 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 84.739 g

FBH06S4P10150 M10 150 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 87.264 g

FBH03S4P10150 M10 150 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 87.264 g

FBH06S4P10160 M10 160 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 92.314 g

FBH03S4P10160 M10 160 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 92.314 g

FBH06S4P10170 M10 170 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 97.364 g

FBH03S4P10170 M10 170 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 97.364 g

FBH06S4P10180 M10 180 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 102.414 g

FBH03S4P10180 M10 180 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 102.414 g

FBH06S4P10190 M10 190 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 107.464 g

FBH03S4P10190 M10 190 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 107.464 g

FBH06S4P10200 M10 200 mm 1.5 mm 17 mm 18.9 mm 6.4 mm 112.514 g

FBH03S4P10200 M10 200 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 112.514 g

FBH03S4P10210 M10 210 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 117.564 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH03S4P10220 M10 220 mm 1.5 mm 16 mm 17.77 mm 6.4 mm 122.614 g

FBH06S4P12012 M12 12 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 25.25 g

FBH06S4P12014 M12 14 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 26.664 g

FBH06S4P12016 M12 16 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 27.977 g

FBH03S4P12016 M12 16 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 27.977 g

FBH06S4P12018 M12 18 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 29.391 g

FBH03S4P12018 M12 18 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 29.391 g

FBH06S4P12020 M12 20 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 31.31 g

FBH03S4P12020 M12 20 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 31.31 g

FBH06S4P12022 M12 22 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 33.33 g

FBH03S4P12022 M12 22 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 33.33 g

FBH06S4P12025 M12 25 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 34.441 g

FBH03S4P12025 M12 25 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 34.441 g

FBH06S4P12030 M12 30 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 38.077 g

FBH03S4P12030 M12 30 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 38.077 g

FBH06S4P12035 M12 35 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 41.713 g

FBH03S4P12035 M12 35 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 41.713 g

FBH06S4P12040 M12 40 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 45.349 g

FBH03S4P12040 M12 40 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 45.349 g

FBH06S4P12045 M12 45 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 48.985 g

FBH03S4P12045 M12 45 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 48.985 g

FBH06S4P12050 M12 50 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 52.52 g

FBH03S4P12050 M12 50 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 52.52 g

FBH06S4P12055 M12 55 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 56.156 g

FBH03S4P12055 M12 55 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 56.156 g

FBH06S4P12060 M12 60 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 58.782 g

FBH03S4P12060 M12 60 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 58.782 g

FBH06S4P12065 M12 65 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 63.428 g

FBH03S4P12065 M12 65 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 63.428 g

FBH06S4P12070 M12 70 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 67.064 g

FBH03S4P12070 M12 70 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 67.064 g

FBH06S4P12075 M12 75 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 70.7 g

FBH03S4P12075 M12 75 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 70.7 g

FBH06S4P12080 M12 80 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 74.336 g

FBH03S4P12080 M12 80 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 74.336 g

FBH06S4P12085 M12 85 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 77.972 g

FBH03S4P12085 M12 85 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 77.972 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH06S4P12090 M12 90 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 81.608 g

FBH03S4P12090 M12 90 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 81.608 g

FBH06S4P12095 M12 95 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 85.244 g

FBH03S4P12095 M12 95 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 85.244 g

FBH06S4P12100 M12 100 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 88.88 g

FBH03S4P12100 M12 100 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 88.88 g

FBH06S4P12110 M12 110 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 96.152 g

FBH03S4P12110 M12 110 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 96.152 g

FBH06S4P12120 M12 120 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 103.02 g

FBH03S4P12120 M12 120 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 103.02 g

FBH06S4P12130 M12 130 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 110.09 g

FBH03S4P12130 M12 130 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 110.09 g

FBH06S4P12140 M12 140 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 117.16 g

FBH03S4P12140 M12 140 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 117.16 g

FBH06S4P12150 M12 150 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 124.23 g

FBH03S4P12150 M12 150 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 124.23 g

FBH06S4P12160 M12 160 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 131.3 g

FBH03S4P12160 M12 160 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 131.3 g

FBH06S4P12170 M12 170 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 138.37 g

FBH03S4P12170 M12 170 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 138.37 g

FBH06S4P12180 M12 180 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 145.44 g

FBH03S4P12180 M12 180 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 145.44 g

FBH06S4P12190 M12 190 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 152.51 g

FBH03S4P12190 M12 190 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 152.51 g

FBH06S4P12200 M12 200 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 159.58 g

FBH03S4P12200 M12 200 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 159.58 g

FBH03S4P12210 M12 210 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 166.65 g

FBH03S4P12220 M12 220 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 173.72 g

FBH03S4P12240 M12 240 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 187.86 g

FBH06S4P12250 M12 250 mm 1.75 mm 19 mm 21.1 mm 7.5 mm 194.93 g

FBH03S4P12250 M12 250 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 194.93 g

FBH03S4P12260 M12 260 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 202 g

FBH03S4P12280 M12 280 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 216.14 g

FBH03S4P12300 M12 300 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 230.28 g

FBH03S4P12320 M12 320 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 244.42 g

FBH03S4P12340 M12 340 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 258.56 g

FBH03S4P12360 M12 360 mm 1.75 mm 18 mm 20.03 mm 7.5 mm 272.7 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH06S4P14020 M14 20 mm 2 mm 22 mm 24.49 mm 8.8 mm 48.48 g

FBH03S4P14020 M14 20 mm 2 mm 21 mm 23.36 mm 8.8 mm 48.48 g

FBH06S4P14025 M14 25 mm 2 mm 22 mm 24.49 mm 8.8 mm 53.53 g

FBH03S4P14025 M14 25 mm 2 mm 21 mm 23.36 mm 8.8 mm 53.53 g

FBH06S4P14030 M14 30 mm 2 mm 22 mm 24.49 mm 8.8 mm 58.479 g

FBH03S4P14030 M14 30 mm 2 mm 21 mm 23.36 mm 8.8 mm 58.479 g

FBH06S4P14035 M14 35 mm 2 mm 22 mm 24.49 mm 8.8 mm 63.529 g

FBH03S4P14035 M14 35 mm 2 mm 21 mm 23.36 mm 8.8 mm 63.529 g

FBH06S4P14040 M14 40 mm 2 mm 22 mm 24.49 mm 8.8 mm 68.579 g

FBH03S4P14040 M14 40 mm 2 mm 21 mm 23.36 mm 8.8 mm 68.579 g

FBH06S4P14045 M14 45 mm 2 mm 22 mm 24.49 mm 8.8 mm 73.629 g

FBH03S4P14045 M14 45 mm 2 mm 21 mm 23.36 mm 8.8 mm 73.629 g

FBH06S4P14050 M14 50 mm 2 mm 22 mm 24.49 mm 8.8 mm 78.679 g

FBH03S4P14050 M14 50 mm 2 mm 21 mm 23.36 mm 8.8 mm 78.679 g

FBH06S4P14055 M14 55 mm 2 mm 22 mm 24.49 mm 8.8 mm 83.628 g

FBH03S4P14055 M14 55 mm 2 mm 21 mm 23.36 mm 8.8 mm 83.628 g

FBH06S4P14060 M14 60 mm 2 mm 22 mm 24.49 mm 8.8 mm 88.678 g

FBH03S4P14060 M14 60 mm 2 mm 21 mm 23.36 mm 8.8 mm 88.678 g

FBH06S4P14065 M14 65 mm 2 mm 22 mm 24.49 mm 8.8 mm 93.728 g

FBH03S4P14065 M14 65 mm 2 mm 21 mm 23.36 mm 8.8 mm 93.728 g

FBH06S4P14070 M14 70 mm 2 mm 22 mm 24.49 mm 8.8 mm 98.879 g

FBH03S4P14070 M14 70 mm 2 mm 21 mm 23.36 mm 8.8 mm 98.879 g

FBH06S4P14075 M14 75 mm 2 mm 22 mm 24.49 mm 8.8 mm 103.02 g

FBH03S4P14075 M14 75 mm 2 mm 21 mm 23.36 mm 8.8 mm 103.02 g

FBH06S4P14080 M14 80 mm 2 mm 22 mm 24.49 mm 8.8 mm 108.07 g

FBH03S4P14080 M14 80 mm 2 mm 21 mm 23.36 mm 8.8 mm 108.07 g

FBH06S4P14085 M14 85 mm 2 mm 22 mm 24.49 mm 8.8 mm 113.12 g

FBH06S4P14090 M14 90 mm 2 mm 22 mm 24.49 mm 8.8 mm 118.17 g

FBH03S4P14090 M14 90 mm 2 mm 21 mm 23.36 mm 8.8 mm 118.17 g

FBH06S4P14095 M14 95 mm 2 mm 22 mm 24.49 mm 8.8 mm 123.22 g

FBH06S4P14100 M14 100 mm 2 mm 22 mm 24.49 mm 8.8 mm 128.27 g

FBH03S4P14100 M14 100 mm 2 mm 21 mm 23.36 mm 8.8 mm 128.27 g

FBH06S4P14110 M14 110 mm 2 mm 22 mm 24.49 mm 8.8 mm 138.37 g

FBH03S4P14110 M14 110 mm 2 mm 21 mm 23.36 mm 8.8 mm 138.37 g

FBH06S4P14120 M14 120 mm 2 mm 22 mm 24.49 mm 8.8 mm 148.47 g

FBH03S4P14120 M14 120 mm 2 mm 21 mm 23.36 mm 8.8 mm 148.47 g

FBH06S4P14130 M14 130 mm 2 mm 22 mm 24.49 mm 8.8 mm 158.57 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH03S4P14130 M14 130 mm 2 mm 21 mm 23.36 mm 8.8 mm 158.57 g

FBH06S4P14140 M14 140 mm 2 mm 22 mm 24.49 mm 8.8 mm 168.67 g

FBH03S4P14140 M14 140 mm 2 mm 21 mm 23.36 mm 8.8 mm 168.67 g

FBH06S4P14150 M14 150 mm 2 mm 22 mm 24.49 mm 8.8 mm 178.77 g

FBH03S4P14150 M14 150 mm 2 mm 21 mm 23.36 mm 8.8 mm 178.77 g

FBH06S4P14160 M14 160 mm 2 mm 22 mm 24.49 mm 8.8 mm 188.87 g

FBH03S4P14160 M14 160 mm 2 mm 21 mm 23.36 mm 8.8 mm 188.87 g

FBH06S4P14170 M14 170 mm 2 mm 22 mm 24.49 mm 8.8 mm 198.97 g

FBH03S4P14170 M14 170 mm 2 mm 21 mm 23.36 mm 8.8 mm 198.97 g

FBH06S4P14180 M14 180 mm 2 mm 22 mm 24.49 mm 8.8 mm 209.07 g

FBH03S4P14180 M14 180 mm 2 mm 21 mm 23.36 mm 8.8 mm 209.07 g

FBH06S4P14190 M14 190 mm 2 mm 22 mm 24.49 mm 8.8 mm 219.17 g

FBH03S4P14190 M14 190 mm 2 mm 21 mm 23.36 mm 8.8 mm 219.17 g

FBH06S4P14200 M14 200 mm 2 mm 22 mm 24.49 mm 8.8 mm 229.27 g

FBH03S4P14200 M14 200 mm 2 mm 21 mm 23.36 mm 8.8 mm 229.27 g

FBH01S4P16016 M16 16 mm 2 mm 24 mm 26.75 mm 10 mm 58.883 g

FBH01S4P16020 M16 20 mm 2 mm 24 mm 26.75 mm 10 mm 64.135 g

FBH01S4P16025 M16 25 mm 2 mm 24 mm 26.75 mm 10 mm 70.902 g

FBH01S4P16030 M16 30 mm 2 mm 24 mm 26.75 mm 10 mm 77.669 g

FBH01S4P16035 M16 35 mm 2 mm 24 mm 26.75 mm 10 mm 84.335 g

FBH01S4P16040 M16 40 mm 2 mm 24 mm 26.75 mm 10 mm 91.102 g

FBH01S4P16045 M16 45 mm 2 mm 24 mm 26.75 mm 10 mm 98.071 g

FBH01S4P16050 M16 50 mm 2 mm 24 mm 26.75 mm 10 mm 104.03 g

FBH01S4P16055 M16 55 mm 2 mm 24 mm 26.75 mm 10 mm 111.1 g

FBH01S4P16060 M16 60 mm 2 mm 24 mm 26.75 mm 10 mm 118.17 g

FBH01S4P16065 M16 65 mm 2 mm 24 mm 26.75 mm 10 mm 124.23 g

FBH01S4P16070 M16 70 mm 2 mm 24 mm 26.75 mm 10 mm 131.3 g

FBH01S4P16075 M16 75 mm 2 mm 24 mm 26.75 mm 10 mm 138.37 g

FBH01S4P16080 M16 80 mm 2 mm 24 mm 26.75 mm 10 mm 145.44 g

FBH01S4P16085 M16 85 mm 2 mm 24 mm 26.75 mm 10 mm 151.5 g

FBH01S4P16090 M16 90 mm 2 mm 24 mm 26.75 mm 10 mm 158.57 g

FBH01S4P16095 M16 95 mm 2 mm 24 mm 26.75 mm 10 mm 165.64 g

FBH01S4P16100 M16 100 mm 2 mm 24 mm 26.75 mm 10 mm 171.7 g

FBH01S4P16110 M16 110 mm 2 mm 24 mm 26.75 mm 10 mm 185.84 g

FBH01S4P16120 M16 120 mm 2 mm 24 mm 26.75 mm 10 mm 198.97 g

FBH01S4P16130 M16 130 mm 2 mm 24 mm 26.75 mm 10 mm 212.1 g

FBH01S4P16140 M16 140 mm 2 mm 24 mm 26.75 mm 10 mm 226.24 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P16150 M16 150 mm 2 mm 24 mm 26.75 mm 10 mm 239.37 g

FBH01S4P16160 M16 160 mm 2 mm 24 mm 26.75 mm 10 mm 252.5 g

FBH01S4P16170 M16 170 mm 2 mm 24 mm 26.75 mm 10 mm 265.63 g

FBH01S4P16180 M16 180 mm 2 mm 24 mm 26.75 mm 10 mm 278.76 g

FBH01S4P16190 M16 190 mm 2 mm 24 mm 26.75 mm 10 mm 291.89 g

FBH01S4P16200 M16 200 mm 2 mm 24 mm 26.75 mm 10 mm 305.02 g

FBH01S4P16210 M16 210 mm 2 mm 24 mm 26.75 mm 10 mm 318.15 g

FBH01S4P16320 M16 320 mm 2 mm 24 mm 26.75 mm 10 mm 462.58 g

FBH01S4P18025 M18 25 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 96.758 g

FBH01S4P18030 M18 30 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 105.04 g

FBH01S4P18035 M18 35 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 113.12 g

FBH01S4P18040 M18 40 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 121.2 g

FBH01S4P18045 M18 45 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 129.28 g

FBH01S4P18050 M18 50 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 137.36 g

FBH01S4P18055 M18 55 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 146.45 g

FBH01S4P18060 M18 60 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 154.53 g

FBH01S4P18065 M18 65 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 162.61 g

FBH01S4P18070 M18 70 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 170.69 g

FBH01S4P18075 M18 75 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 178.77 g

FBH01S4P18080 M18 80 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 187.86 g

FBH01S4P18085 M18 85 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 195.94 g

FBH01S4P18090 M18 90 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 204.02 g

FBH01S4P18095 M18 95 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 212.1 g

FBH01S4P18100 M18 100 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 220.18 g

FBH01S4P18110 M18 110 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 237.35 g

FBH01S4P18120 M18 120 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 253.51 g

FBH01S4P18130 M18 130 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 270.68 g

FBH01S4P18140 M18 140 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 286.84 g

FBH01S4P18150 M18 150 mm 2.5 mm 27 mm 30.14 mm 11.5 mm 303 g

FBH01S4P20020 M20 20 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 115.14 g

FBH01S4P20025 M20 25 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 125.24 g

FBH01S4P20030 M20 30 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 135.34 g

FBH01S4P20035 M20 35 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 146.45 g

FBH01S4P20040 M20 40 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 156.55 g

FBH01S4P20045 M20 45 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 166.65 g

FBH01S4P20050 M20 50 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 177.76 g

FBH01S4P20055 M20 55 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 187.86 g
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FBH01S4P20060 M20 60 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 197.96 g

FBH01S4P20065 M20 65 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 209.07 g

FBH01S4P20070 M20 70 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 219.17 g

FBH01S4P20075 M20 75 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 229.27 g

FBH01S4P20080 M20 80 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 240.38 g

FBH01S4P20085 M20 85 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 249.47 g

FBH01S4P20090 M20 90 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 260.58 g

FBH01S4P20095 M20 95 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 270.68 g

FBH01S4P20100 M20 100 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 281.79 g

FBH01S4P20110 M20 110 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 303 g

FBH01S4P20120 M20 120 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 323.2 g

FBH01S4P20125 M20 125 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 333.3 g

FBH01S4P20130 M20 130 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 343.4 g

FBH01S4P20140 M20 140 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 364.61 g

FBH01S4P20150 M20 150 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 384.81 g

FBH01S4P20160 M20 160 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 406.02 g

FBH01S4P20170 M20 170 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 426.22 g

FBH01S4P20180 M20 180 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 446.42 g

FBH01S4P20190 M20 190 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 466.62 g

FBH01S4P20200 M20 200 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 488.84 g

FBH01S4P20250 M20 250 mm 2.5 mm 30 mm 33.53 mm 12.5 mm 599.94 g

FBH06S4P22030 M22 30 mm 2.5 mm 32 mm 35.72 mm 14 mm 169.68 g

FBH03S4P22030 M22 30 mm 2.5 mm 34 mm 37.72 mm 14 mm 169.68 g

FBH06S4P22035 M22 35 mm 2.5 mm 32 mm 35.72 mm 14 mm 182.81 g

FBH06S4P22040 M22 40 mm 2.5 mm 32 mm 35.72 mm 14 mm 194.93 g

FBH03S4P22040 M22 40 mm 2.5 mm 34 mm 37.72 mm 14 mm 194.93 g

FBH06S4P22045 M22 45 mm 2.5 mm 32 mm 35.72 mm 14 mm 208.06 g

FBH03S4P22045 M22 45 mm 2.5 mm 34 mm 37.72 mm 14 mm 208.06 g

FBH06S4P22050 M22 50 mm 2.5 mm 32 mm 35.72 mm 14 mm 221.19 g

FBH03S4P22050 M22 50 mm 2.5 mm 34 mm 37.72 mm 14 mm 221.19 g

FBH06S4P22055 M22 55 mm 2.5 mm 32 mm 35.72 mm 14 mm 234.32 g

FBH03S4P22055 M22 55 mm 2.5 mm 34 mm 37.72 mm 14 mm 234.32 g

FBH06S4P22060 M22 60 mm 2.5 mm 32 mm 35.72 mm 14 mm 246.44 g

FBH03S4P22060 M22 60 mm 2.5 mm 34 mm 37.72 mm 14 mm 246.44 g

FBH06S4P22065 M22 65 mm 2.5 mm 32 mm 35.72 mm 14 mm 259.57 g

FBH03S4P22065 M22 65 mm 2.5 mm 34 mm 37.72 mm 14 mm 259.57 g

FBH06S4P22070 M22 70 mm 2.5 mm 32 mm 35.72 mm 14 mm 271.69 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH03S4P22070 M22 70 mm 2.5 mm 34 mm 37.72 mm 14 mm 271.69 g

FBH06S4P22075 M22 75 mm 2.5 mm 32 mm 35.72 mm 14 mm 284.82 g

FBH03S4P22075 M22 75 mm 2.5 mm 34 mm 37.72 mm 14 mm 284.82 g

FBH06S4P22080 M22 80 mm 2.5 mm 32 mm 35.72 mm 14 mm 297.95 g

FBH03S4P22080 M22 80 mm 2.5 mm 34 mm 37.72 mm 14 mm 297.95 g

FBH06S4P22085 M22 85 mm 2.5 mm 32 mm 35.72 mm 14 mm 311.08 g

FBH06S4P22090 M22 90 mm 2.5 mm 32 mm 35.72 mm 14 mm 324.21 g

FBH03S4P22090 M22 90 mm 2.5 mm 34 mm 37.72 mm 14 mm 324.21 g

FBH06S4P22095 M22 95 mm 2.5 mm 32 mm 35.72 mm 14 mm 336.33 g

FBH06S4P22100 M22 100 mm 2.5 mm 32 mm 35.72 mm 14 mm 349.46 g

FBH03S4P22100 M22 100 mm 2.5 mm 34 mm 37.72 mm 14 mm 349.46 g

FBH06S4P22110 M22 110 mm 2.5 mm 32 mm 35.72 mm 14 mm 374.71 g

FBH03S4P22110 M22 110 mm 2.5 mm 34 mm 37.72 mm 14 mm 374.71 g

FBH06S4P22120 M22 120 mm 2.5 mm 32 mm 35.72 mm 14 mm 400.97 g

FBH03S4P22120 M22 120 mm 2.5 mm 34 mm 37.72 mm 14 mm 400.97 g

FBH06S4P22130 M22 130 mm 2.5 mm 32 mm 35.72 mm 14 mm 425.21 g

FBH03S4P22130 M22 130 mm 2.5 mm 34 mm 37.72 mm 14 mm 425.21 g

FBH06S4P22140 M22 140 mm 2.5 mm 32 mm 35.72 mm 14 mm 452.48 g

FBH03S4P22140 M22 140 mm 2.5 mm 34 mm 37.72 mm 14 mm 452.48 g

FBH06S4P22150 M22 150 mm 2.5 mm 32 mm 35.72 mm 14 mm 477.73 g

FBH03S4P22150 M22 150 mm 2.5 mm 34 mm 37.72 mm 14 mm 477.73 g

FBH03S4P22160 M22 160 mm 2.5 mm 34 mm 37.72 mm 14 mm 502.98 g

FBH03S4P22170 M22 170 mm 2.5 mm 34 mm 37.72 mm 14 mm 528.23 g

FBH03S4P22180 M22 180 mm 2.5 mm 34 mm 37.72 mm 14 mm 553.48 g

FBH03S4P22200 M22 200 mm 2.5 mm 34 mm 37.72 mm 14 mm 603.98 g

FBH01S4P24025 M24 25 mm 3 mm 36 mm 39.98 mm 15 mm 200.99 g

FBH01S4P24030 M24 30 mm 3 mm 36 mm 39.98 mm 15 mm 216.14 g

FBH01S4P24035 M24 35 mm 3 mm 36 mm 39.98 mm 15 mm 231.29 g

FBH01S4P24040 M24 40 mm 3 mm 36 mm 39.98 mm 15 mm 246.44 g

FBH01S4P24045 M24 45 mm 3 mm 36 mm 39.98 mm 15 mm 261.59 g

FBH01S4P24050 M24 50 mm 3 mm 36 mm 39.98 mm 15 mm 276.74 g

FBH01S4P24055 M24 55 mm 3 mm 36 mm 39.98 mm 15 mm 291.89 g

FBH01S4P24060 M24 60 mm 3 mm 36 mm 39.98 mm 15 mm 307.04 g

FBH01S4P24065 M24 65 mm 3 mm 36 mm 39.98 mm 15 mm 322.19 g

FBH01S4P24070 M24 70 mm 3 mm 36 mm 39.98 mm 15 mm 337.34 g

FBH01S4P24075 M24 75 mm 3 mm 36 mm 39.98 mm 15 mm 351.48 g

FBH01S4P24080 M24 80 mm 3 mm 36 mm 39.98 mm 15 mm 366.63 g
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Part number Size (d) Length (l) Thread pitch Width across flats (s) Width across corners (e) Head height (k) Weight

FBH01S4P24085 M24 85 mm 3 mm 36 mm 39.98 mm 15 mm 381.78 g

FBH01S4P24090 M24 90 mm 3 mm 36 mm 39.98 mm 15 mm 396.93 g

FBH01S4P24095 M24 95 mm 3 mm 36 mm 39.98 mm 15 mm 412.08 g

FBH01S4P24100 M24 100 mm 3 mm 36 mm 39.98 mm 15 mm 427.23 g

FBH01S4P24110 M24 110 mm 3 mm 36 mm 39.98 mm 15 mm 457.53 g

FBH01S4P24120 M24 120 mm 3 mm 36 mm 39.98 mm 15 mm 487.83 g

FBH01S4P24130 M24 130 mm 3 mm 36 mm 39.98 mm 15 mm 518.13 g

FBH01S4P24140 M24 140 mm 3 mm 36 mm 39.98 mm 15 mm 548.43 g

FBH01S4P24150 M24 150 mm 3 mm 36 mm 39.98 mm 15 mm 577.72 g

FBH01S4P24160 M24 160 mm 3 mm 36 mm 39.98 mm 15 mm 608.02 g

FBH01S4P24170 M24 170 mm 3 mm 36 mm 39.98 mm 15 mm 638.32 g

FBH01S4P24180 M24 180 mm 3 mm 36 mm 39.98 mm 15 mm 668.62 g

FBH01S4P24190 M24 190 mm 3 mm 36 mm 39.98 mm 15 mm 698.92 g

FBH01S4P24200 M24 200 mm 3 mm 36 mm 39.98 mm 15 mm 729.22 g

Part numbers: 503

STANDARDS & CERTIFICATES

Standards

DIN 933 — Hex Head Screw

ISO 4017 — Hex Head Screw
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