
Square Taper Washer for U-Sections DIN 434 – Steel, Hot-dip galvanized

Square Taper Washer for U-Sections to DIN 434, in the sizes, grades and

finishes listed.

TECHNICAL DATA

General

Standard DIN 434

Materials & Finish

Property class / grade Steel

Material Steel

Surface finish Hot-dip galvanized

DIMENSIONS

Square Taper Washer for U-Sections DIN 434 – dimensions

h Thickness at centre

a Side length

AVAILABLE PART NUMBERS

Part number Size Thickness (h) Side length (a) Weight

FWQ02STH08000 M8 3.8 mm 22 mm 9.5 g

FWQ02STH10000 M10 3.8 mm 22 mm 8.8 g

FWQ02STH12000 M12 4.9 mm 26 mm 18.3 g

FWQ02STH14000 M14 — — —

FWQ02STH16000 M16 5.9 mm 32 mm 31.4 g

FWQ02STH18000 M18 — — —

FWQ02STH20000 M20 7 mm 40 mm 57 g

FWQ02STH24000 M24 8.5 mm 56 mm 128 g

Part numbers: 8

h

8% / 14% a
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STANDARDS & CERTIFICATES

Standards

DIN 434 — Square Taper Washer for U-Sections
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