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Conical Spring Washer DIN 6796 - Steel, Electroless nickel

T,

Conical Spring Washer to DIN 6796, in the sizes, grades and finishes listed.

TECHNICAL DATA

General Material Steel

Standard DIN 6796 Surface finish Electroless nickel

Materials & Finish

Property class / grade Steel

DIMENSIONS
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d2 Outer diameter

Conical Spring Washer DIN 6796 - dimensions

AVAILABLE PART NUMBERS

Part number Size Overall height (h) Inner diameter (d1) Outer diameter (d2) Thickness (s) Weight
FWLO5STEO3000 M3 0.85 mm 3.2mm 7 mm 0.6 mm 0.14g¢
FWLO5STE04000 M4 1.3 mm 4.3 mm 9 mm Tmm 0.38g
FWLO5STEO5000 M5 1.55 mm 53 mm 1Tmm 1.2 mm 0.69¢
FWLO5STEO6000 M6 2mm 6.4 mm 14 mm 1.5 mm 143 ¢
FWLO5STEG8000 M8 2.6 mm 8.4 mm 18 mm 2mm 313 g
FWLO5STE10000 M10 3.2mm 10.5mm 23 mm 2.5mm 6.45g
FWLO5STE12000 M12 3.95 mm 13 mm 29 mm 3 mm 1249
FWLO5STE16000 M16 5.25mm 17 mm 39 mm 4 mm 30449
FWLO5STE20000 M20 6.4 mm 2T mm 45 mm 5mm 48.8 ¢

Part numbers: 9
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STANDARDS & CERTIFICATES

Standards
DIN 6796 — Conical Spring Washer
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