oolIiA

Spring Lock Washer Form B DIN 127B - Steel, Hot-dip galvanized

Spring Lock Washer Form B to DIN 127B, in the sizes, grades and finishes
listed.

TECHNICAL DATA

General Material Steel

SZLLLLG DIN1278 Surface finish Hot-dip galvanized

Materials & Finish

Property class / grade Steel

DIMENSIONS

b Section width
h  Thickness

d1 Inner diameter

Spring Lock Washer Form B DIN 127B - dimensions

AVAILABLE PART NUMBERS

Part number Size Inner diameter (d1) Outer diameter Thickness (h) Weight
FWLO1STHO6000 M6 6.5 mm 1.8 mm 1.6 mm 0.83g
FWLO1STHO8000 M8 8.5 mm 14.8 mm 2mm 164
FWLO1STH10000 M10 10.7 mm 18.1mm 2.2mm 2.53g
FWLO1STH12000 M12 12.7mm 211 mm 2.5mm 3.82¢
FWLO1STH14000 M14 14.7 mm 241 mm 3mm 6.01g
FWLO1STH16000 M16 17 mm 27.4 mm 3.5mm 8.91g
FWLO1STH18000 M18 19 mm 29.4 mm 3.5mm 9.73¢g
FWLO1STH20000 M20 21.2mm 33.6 mm 4 mm 15.2g
FWLO1STH22000 M22 23.5mm 35.9mm 4 mm 1659
FWLO1STH24000 M24 25.5 mm 40 mm 5mm 26.2g
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Part number Size Inner diameter (d1) Outer diameter Thickness (h) Weight
FWLO1STH27000 M27 28.5 mm 43 mm 5mm 28.7¢g
FWLO1STH30000 M30 31.7mm 48.2 mm 6 mm 443 g
FWLO1STH36000 M36 37.7 mm 58.2 mm 6 mm 6734
FWLO1STH42000 M42 43.7 mm 68.2 mm 7 mm Mg

Part numbers: 14

STANDARDS & CERTIFICATES

Standards
DIN 127B — Spring Lock Washer Form B
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