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Hex Head Screw Plug with Collar DIN 910 - Stainless steel A4, Plain

Hex Head Screw Plug with Collar to DIN 910, in the sizes, grades and
finishes listed.

TECHNICAL DATA

General Property class / grade A4 stainless
Standard DIN 910 Material Stainless steel
Materials & Finish Surface finish Plain
Drive type External hexagon
DIMENSIONS
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I Length
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s  Width across flats (WAF)

de e Width across corners
! dc Collar diameter
Hex Head Screw Plug with Collar DIN 910 - dimensions
AVAILABLE PART NUMBERS
Part number Size (d) Thread pitch Width across flats (s) Width across corners (e)
FXHO1A4PL6000O G1/4 - 13 mm 14.2 mm
FXHO1A4PL7000 G1/8 - - -
FXHO1A4PN3000 M10x1 1mm - _
FXHO1A4PN4000O M12x1.5 1.5 mm 13 mm 14.2 mm
FXHO1A4PN5000 M14x1.5 1.5 mm 13 mm 14.2 mm
FXHO1A4PN600OO M16x1.5 1.5 mm 17 mm 17.59 mm
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Part number Size (d) Thread pitch Width across flats (s) Width across corners (e)
FXHO1A4PN7000 M18x1.5 1.5 mm 17 mm 17.59 mm
FXHO1A4PN800OO M20x1.5 1.5 mm 19 mm 19.85 mm
FXHO1A4PN900O M22x1.5 1.5 mm 19 mm 19.85 mm
FXHO1A4PP0OOOO M24x1.5 1.5 mm 22 mm 22.78 mm
FXHO1A4PR7000 M26x1.5 1.5mm 24 mm 26.17 mm
FXHO1A4PP1000 M27x2 2 mm - _
FXHO1A4PP2000 M30x1.5 1.5 mm 24 mm 26.177 mm
FXHO1A4PP3000 M30x2 2mm 24 mm 26.17 mm
FXHO1A4PP60O0OO M36x2 2mm 27 mm 29.56 mm
FXHO1A4PP8000O M42x1.5 1.5 mm - _
FXHO1A4PQ3000 M48x2 2mm - -

Part numbers: 17

STANDARDS & CERTIFICATES

Standards
DIN 910 — Hex Head Screw Plug with Collar
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