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Flat Washer DIN 125A /1SO 7089 - Stainless steel A4, Plain

Flat Washer to DIN 125A /ISO 7089, in the sizes, grades and finishes listed.

TECHNICAL DATA

Materials & Finish
Property class / grade

Material

DIMENSIONS

=

Surface finish Plain

A4 stainless

Stainless steel

h  Thickness
d1 Inner diameter

d2 Outer diameter

Flat Washer DIN 125A /1SO 7089 - dimensions

AVAILABLE PART NUMBERS

Part number Variant Size Inner diameter (d1) Outer diameter (d2) Thickness (h) Weight
FWF15A4P01000 M1 A4 stainless M1 - _ B ~
FWF15A4PB2000 M1.2 A4 stainless M1.2 - _ _ _
FWF15A4PB4000 M1.4 A4 stainless M1.4 - _ B _
FWFO1A4PB6000O M1.6 A4 stainless M1.6 1.7 mm 4 mm 0.3 mm 0.0242 g
FWF15A4PB7000 M1.7 A4 stainless M1.7 1.7 mm 4 mm 0.3 mm 0.0313 g
FWFO1A4P02000 M2 A4 stainless M2 2.2mm 5mm 0.3 mm 0.0374 g
FWF15A4PC2000 M2.2 A4 stainless M2.2 2.2mm 5 mm 0.3 mm _
FWF15A4PC3000 M2.3 A4 stainless M2.3 2.5mm 6 mm 0.5 mm 0.0929 g
FWFO1A4PC5000 M2.5 A4 stainless M2.5 2.7 mm 6 mm 0.5 mm 0.0889 g
FWF15A4PC6000 M2.6 A4 stainless M2.6 2.8 mm 7 mm 0.5mm 0.1283 g
FWFO1A4P03000 M3 A4 stainless M3 3.2mm 7 mm 0.5 mm 0.1202 g
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Part number Variant Size Inner diameter (d1) Outer diameter (d2) Thickness (h) Weight
FWFO1A4PD5000 M3.5 A4 stainless M3.5 3.7 mm 8 mm 0.5 mm 0.1565 g
FWFO1A4P04000 M4 A4 stainless M4 4.3 mm 9mm 0.8 mm 0.31M1g
FWFO1A4P05000 M5 A4 stainless M5 53 mm 10 mm Tmm 0.4474 g
FWFO1A4P06000 M6 A4 stainless M6 6.4 mm 12 mm 1.6 mm 1.03g
FWF15A4P07000 M7 A4 stainless M7 7.4 mm 14 mm 1.6 mm 1404 g
FWFO1A4P0O8000 M8 A4 stainless M8 8.4 mm 16 mm 1.6 mm 1.848 g
FWFO1A4P10000 M10 A4 stainless M10 10.5 mm 20 mm 2mm 3.606 g
FWF01A4P12000 M12 A4 stainless M12 13 mm 24 mm 2.5mm 6.333 ¢
FWFO1A4P14000 M14 A4 stainless M14 15 mm 28 mm 2.5mm 8.706 g
FWFO1A4P16000 M16 A4 stainless M16 17 mm 30 mm 3 mm 1.413 g
FWFO1A4P18000 M18 A4 stainless M18 19 mm 34 mm 3 mm 14.847 g
FWFO1A4P20000 M20 A4 stainless M20 21 mm 37 mm 3 mm 17.372 g
FWFO1A4P22000 M22 A4 stainless M22 23 mm 39 mm 3mm 18.483 g
FWFO1A4P24000 M24 A4 stainless M24 25 mm 44 mm 4 mm 32.623 g
FWFO1A4P27000 M27 A4 stainless M27 28 mm 50 mm 4 mm 42.723 g
FWFO1A4P30000 M30 A4 stainless M30 31 mm 56 mm 4 mm 54136 g
FWFO1A4P33000 M33 A4 stainless M33 34 mm 60 mm 5mm 76.053 g
FWFO1A4P36000 M36 A4 stainless M36 37 mm 66 mm 5mm 93.021¢g
FWFO1A4P39000 M39 A4 stainless M39 42 mm 72 mm 6 mm 13433 g
FWFO1A4P42000 M42 A4 stainless M42 45 mm 78 mm 8 mm 184.83 g
FWFO1A4P45000 M45 A4 stainless M45 48 mm 85 mm 8 mm 22229
FWFO1A4P48000 M48 A4 stainless M48 52 mm 92 mm 8 mm 296.94 g
FWF15A4P48000 M50 A4 stainless M48 50 mm 92 mm 8 mm 297.2¢g
FWFO1A4P52000 M52 A4 stainless M52 56 mm 98 mm 8 mm 3333¢g
FWFO1A4P56000 M56 A4 stainless M56 62 mm 105 mm 10 mm 429.25¢g
FWFO1A4P60000 M60 A4 stainless M60 66 mm 110 mm 10 mm 462.58 g
FWFO1A4P64000 M64 A4 stainless M64 70 mm 115 mm 10 mm 496.92g

Part numbers: 38

STANDARDS & CERTIFICATES

Standards

DIN 125A - Flat Washer

1SO 7089 — Flat Washer
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